
HORIZONTAL REINFORCEMENT 
PLACED ALTERNATELY AT 
REQUIRED SPACING

VERTICAL REINFORCEMENT 
AT REQUIRED SPACING

FOUNDATION DOWELS 
AT REQUIRED SPACING

QUAD-LOCK PANELS

INTERIOR FINISH AS SPECIFIED

C

W

METAL J-TRACK 
SECURED TO FOOTING

CONCRETE SLAB AS REQUIRED

SLOPE

DRAINAGE PIPE

FREE DRAINING BACKFILL 
AS SPECIFIED

DAMPPROOFING AND 
DRAINAGE BOARD 

AS SPECIFIED

MASONARY VENEER AS SPECIFIED

REINFORCED CONCRETE CORE

QUAD-LOCK TIE

MINUMUM PER CODE

PARGING AS SPECIFIED

FLASHING AS SPECIFIED

SECTION DETAIL
3/4" = 1'

1
1.2

BRICK TIES AS SPECIFIED

SLAB INSULATION

COMPACTED GRANULAR 
FILL AS SPECIFIED

R-22 WALL CONFIGURATION
NOMINAL CONC.
WIDTH - TIE SIZE

10" (250mm)

6"  (150mm)

12" (300mm)

4"  (100mm)

8"  (200mm)

113
4"  (299mm)

141
4"  (362mm)

101
4"  (260mm)

161
4"  (413mm)

 81
4"  (210mm)

121
4"  (311mm)

WALL WIDTH
W 

93
4"  (248mm)

53
4"  (146mm)

33
4"    (96mm)

73
4"  (197mm)

WALL CAVITY
C

THICKENED EDGE - SLAB ON GRADE 
MASONARY VENEER

DUE TO VARIANCES IN LOCAL CODES, CONSTRUCTION PRACTICES AND REQUIREMENTS 
ALL DETAILS SHALL BE CONSTRUCTED IN ACCORDANCE WITH SUCH LOCAL CODES, 
CONSTRUCTION PRACTICES, AND REQUIREMENTS REGARDLESS OF CONSTRUCTION 
DETAIL SHOWN IN DRAWING. 
QUAD-LOCK BUILDING SYSTEMS LTD. RESERVES THE RIGHT TO CHANGE INFORMATION
SHOWN WITHOUT NOTICE.

Quad-Lock Building Systems Ltd.
7398 - 132nd Street
Surrey, BC  V3W 4M7
Canada

888.711.5625 - Toll Free
604.590.3111
604.590.8412 - fax
www.quadlock.com
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