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REINFORCED

CONCRETE CORE /\
QUAD-LOCK PANEL A

LINTEL REINFORCEMENT /\
AS SPECIFIED

EXTERNAL WALL FINISH /\’
AS SPECIFIED

FLASHING W/ DRIPLEDGE /\\

WINDOW SHUTTERS
FASTENED TO INTERNAL BUCK

INTERNAL WOOD BUCK FOR FLUSHED
WINDOW ATTACHMENT

TO BE FASTENED TO CONCRETE

VIA SCREWS ON CONTACT SIDE

WINDOW FRAME BY OTHERS
FASTEN BLOCKING AS SHOWN
WATERPROOF AS REQUIRED
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Quad-Lock Building Systems Ltd. 888.711.5625 - Toll Free
7398 - 132nd Street 604.590.3111

Surrey, BC V3W 4M7 604.590.8412 - fax
Canada www.quadlock.com

IT IS THE RESPONSIBILITY OF THE USER TO COMPLY WITH ALL APPLICABLE
REGULATIONS AND BUILDING CODE REQUIREMENTS CONCERNING THE USE OF
THESE PRODUCTS.

IT IS FURTHER THE RESPONSIBILITY OF THE USER TO RESEARCH AND UNDERSTAND
SAFE METHODS OF USE AND HANDLING OF THESE PRODUCTS.

WINDOW DETAIL
SHUTTERS ATTACHED TO INTERNAL BUCK
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