FASTEN 2X4 TO CONCRETE TO MATCH SKYLIGHT DIMENSIONS

PLACE FLASHING UNDER THE ROOF FINISH AS SHOWN ON THE HIGH SIDE

SLAB REINFORCEMENT WWM OR LONG. & TRANS. REBAR

SKYLIGHT UNIT BY OTHERS

PLACE FLASHING ABOVE THE ROOF FINISH AS SHOWN ON THE LOW SIDE

ROOFING AS SPECIFIED

GLUE PLASTERBOARD AT ALL CONCRETE SURFACES

BLOCKING FOR PLASTERBOARD ATTACHMENT

OPENING REINFORCEMENT TO ENGINEERS SPECIFICATION

SEAL W/ VAPOR BARRIER IF REQUIRED

QUAD-DECK REINFORCEMENT TO ENGINEERS SPECIFICATION

INTERIOR FINISH AS SPECIFIED

QUAD-DECK FORMS

QUAD-DECK ROOF SKYLIGHT DETAIL

DATE: 2008-05-13

REVISED NO.: R-00

SUBMITTED: N.T.S.

REVIEWED: N/A

CUSTOMER: N/A

DRAWN BY: Z. PROSTRAN

APPROVED BY: H. M. KUSTERMANN

DRAWN BY: M. BAILEY

REVISED BY: P. TOWNEND

6.8